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Abstract: This article provides a comprehensive review of the recent progress in the application
of advanced two-dimensional nanomaterials (2DNMs) in membranes fabrication and application
for water purification. The membranes fouling, its types, and anti-fouling mechanisms of different
2DNMs containing membrane systems are also discussed. The developments in membrane synthesis and modification using 2DNMs, especially graphene and graphene family materials, carbon
nanotubes (CNTs), MXenes, and others are critically reviewed. Further, the application potential of
next-generation 2DNMs-based membranes in water/wastewater treatment systems is surveyed. Finally, the current problems and future opportunities of applying 2DNMs for anti-fouling membranes
are also debated.
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1. Introduction
Water scarcity has become an increasingly complex challenge with the growth of the
global population, economic expansion, and climate change, highlighting the demand for
advanced water treatment technologies that can provide clean water in a scalable, consistent, cheap, and sustainable manner. As water scarcity continues to be a global challenge,
there is a need to explore various pathways to close the water consumption cycle at the
nexus of food, water, and energy systems [1]. There is a paradigm shift needed towards the
circular economy considering municipal and industrial wastewater as a valuable source
of clean water, nutrients, and fertilizer instead of a grave environmental issue [2]. In fact,
treated water has been considered as an alternative source to augment the clean water
supply and tackle issues caused by a shortage of fresh water in different parts of the world,
especially arid regions [1]. Recent interest in the reuse of wastewater has spurred new
research aiming to convert wastewater treatment plants into resource recovery facilities [3].
Resource recovery and the reuse of wastewater is an important and viable option for waterscarce regions. This can be achieved using chemo-physical and/or biological processes
to minimize the concentration of pollutants in water to acceptable levels [4–8]. Several
approaches including adsorption, precipitation, coagulation/flocculation, electrochemical
methods, ion exchange, and membrane filtration have been studied over the years to
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decontaminate industrial and domestic wastewater [9]. However, membrane filtration is
considered to be one of the best practical approaches towards water2treatment
[10].
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Figure 1. Scanning electron microscopic images showing the morphology of ((A) and (a)) graphene
oxide nanosheets (reproduced from [23,24] with permission from the Royal Society of Chemistry and
Dove Medical Press Limited, respectively), ((B) and (b)) titanium carbide (Ti3 C2 ) MXene nanosheets
(reproduced from [25,26] with permission from the Elsevier), ((C) and (c)) MoS2 nanosheets (reproduced from [22,27] with permission from the Royal Society of Chemistry and Elsevier, respectively),
and ((D) and (d)) boron nitride nanosheets (reproduced from [27,28] with permission from the MDPI
and Royal Society of Chemistry, respectively).
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In this review, we provide a state-of-the-art account of engineered 2DNMs in the synthesis of different types of membranes and their application for emerging water/wastewater
purification technologies. Starting with the type of membrane fouling, the fundamental
design strategies of 2DNMs are discussed with an emphasis on their physicochemical
properties, underlying mechanism, and targeted applications in different scenarios. This review aims to guide the design of next-generation 2DNMs for the development of selective,
multifunctional, programmable membranes for different types of water effluent treatment.
A perspective on the pressing challenges and emerging opportunities in 2DNMs-enabled
membranes synthesis and application for wastewater treatment is also presented.
2. Membrane Fouling Types and Antifouling Strategies
The fouling of membranes is normally described as the undesirable accumulation of
organic compounds, inorganic salts, colloids, and microorganisms on/in the membranes
surface/interior in the course of filtration [29]. Fouling mainly damages the performance of
membranes by affecting permeate output, increases transmembrane pressure, and shortens
the effective operation time [30]. Given that fouling is quite a complicated process that
is influenced by various mechanisms in its formation on/in the membrane surface, they
should be grasped to have a better strategy to minimize, mitigate, and clean the fouling.
The major aspects that affect fouling can be categorized into four groups [31] (Figure 2A):
(1) foulant characteristics such as charge, molecular size, concentration, diffusivity, solubility, polar nature, etc.; (2) membrane properties such as surface roughness, hydrophobicity,
pore size, surface charge, and functional groups of surface; (3) operational conditions such
as flux, temperature, and flow velocity, solution chemistry, pH, ionic strength, and the
presence of organic/inorganic matters. While the types of fouling that will occur on the
membrane surface is largely influenced by the types, concentrations, and properties of
foulants appear in the influent water and its solution chemistry, interactions between the
foulant and the membrane surfaces could increase the fouling propensity; therefore, membrane properties can largely affect the fouling. On the other hand, operational conditions
such as the temperature and pressure of influents and flow velocity can also influence the
degree of fouling.
Major foulants responsible for fouling can be categorized into inorganic, organic,
colloids, and/or biological (Figure 2B). Inorganic fouling is usually initiated with the
deposition of inorganic precipitates such as metal hydroxides, and scales on the membrane’s surface or membrane pores [32]. Scaling typically denotes to the formation of
deposits of inverse-solubility salts such as calcium carbonate and calcium phosphate that
is very concerning for RO and NF owing to their rejection to inorganic species that build a
concentration layer close to membrane surface and facilitates precipitation. On the other
hand, the organic fouling is triggered by the buildup of organic materials from the process
streams, such as macromolecules including proteins, carbohydrates, and antifoams [17,32].
Proteins have one of the most complex fouling features because of their labile and dynamic
nature [33]. For instance, proteins in the process stream fold together after interacting with
each other and form aggregates which subsequently concentrate near the membrane and
precipitate on the membrane’s surface, leading to grave membrane fouling. Colloidal fouling in the membrane systems is generally caused by the convective depositions of colloids
(clays, silica, paint pigments, etc.) on the membrane surface. The colloidal fouling tends to
create additional layers (cake layer) on the membrane surface [34]. Microbial/biological
fouling is also a very important type of fouling, which facilitates in developing the undesirable microbial layers on membrane surfaces in the form of biofilm and can be also
found in harsh conditions and environments [35,36]. Bacteria in the water systems is considered a promoter of biofouling in membrane processes. Bacterial cells after growth also
produce by-products and soluble bacterial products, some of which are high-molecularweight compounds composed mostly of proteins, lipids, and polysaccharide constituents.
Furthermore, biofilms also participate in enhancing inorganic precipitation via enhanced
nucleation, and crystallization kinetics [16,37]. Nevertheless, mostly, there are no single
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fouling mechanism proceeds in real membrane processes, but a combination of various
fouling materials and mechanisms take place that makes it more problematical to deal with
as depicted in Figure 2B.
To overcome these challenges triggered by fouling, numerous antifouling approaches
have been developed. In antifouling approaches, physical disruption of biofilm matrices, control by biocides (e.g., quorum quenching and phage-based decomposition), and
chemically modifying the anti-fouling behavior of membranes (coating with nanoparticles, etc.) are prominent approaches so far [36]. The approaches to modify antifouling
membranes are generally classified as either passive or active [36]. Passive approaches
count on modifying membrane surfaces to impede foulant adhesion and facilitate removal. For instance, fouling resistance can be increased by modifying the membrane
surface to make it more hydrophilic. Furthermore, fouling release involves the formation
of amphiphilic surfaces, which helps in driving the foulants away from the membranes.
However, while hydrophilicity in the membrane surface can effectively resist the onset of
fouling by non-migratory foulants (e.g., biomacromolecules and normal organic matter),
they often fail to markedly resist fouling from spreadable foulants, particularly oils [38].
Thus, fouling cannot always be suppressed by membrane hydrophilization. Therefore, the
formulation of antifouling membranes with wide-ranging applicability is greatly desirable.
In comparison, active antifouling approaches have a focus on removing the foulants by
destroying them via membrane surface contact or the release of various agents. Since
one antifouling mechanism and approach can help deal with a limited range of foulants
only, incorporating multi-antifouling mechanisms such as passive–passive, active–active,
or/and passive–active, and antifouling membranes with novel modification approaches to
instill robust antifouling properties are highly important for opening many avenues for
future sustainable water purification (Figure 2C). To this end, variety of 2DNMs have been
designed and developed such as graphene, graphitic carbon nitride (g-C3N4), MXenes,
transition metal dichalcogenides (TMDs), transition metal oxides (TMOs), metal organic
frameworks (MOFs), covalent organic frameworks (COFs), many other 2D nanostructures
Membranes 2021, 11, x FOR PEER REVIEW
5 of 23
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Figure 2. (A) Factors affecting the membrane fouling: (1) foulant characteristics such as concentration, size, solubility,

Figure
2. (A)
Factors affecting
the (2)
membrane
foulant
characteristics
such
as concentration,
diffusivity,
hydrophobicity,
charge, etc.;
membranefouling:
properties(1)
such
as hydrophobicity,
surface
roughness,
pore size,
charge on membranes surface, and surface functional groups; (3) operational conditions such as flux, medium temperature, and flow velocity, medium chemistry, pH, ionic strength, and presence of organic/inorganic matters (reproduced
from [31] with permission from the Elsevier. (B) A schematic graphic of the various fouling mechanisms corresponding to
the fouling materials. In the real membrane processes, fouling occurs as mixed fouling, i.e., the combination of different
fouling mechanisms happening concurrently. The dotted lines in the diagram with areas 1, 2, 3, 4 and M show the different
examples of mixed fouling between two or more fouling mechanisms. (C) A schematic illustration of the water/wastewater
treatment processes utilizing the versatile behavior of 2DNMs in efficient membrane separation (reproduced from [39]
with permission from the Royal Society of Chemistry).
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size, solubility, diffusivity, hydrophobicity, charge, etc.; (2) membrane properties such as hydrophobicity, surface roughness, pore size, charge on membranes surface, and surface functional groups;
(3) operational conditions such as flux, medium temperature, and flow velocity, medium chemistry,
pH, ionic strength, and presence of organic/inorganic matters (reproduced from [31] with permission
from the Elsevier. (B) A schematic graphic of the various fouling mechanisms corresponding to
the fouling materials. In the real membrane processes, fouling occurs as mixed fouling, i.e., the
combination of different fouling mechanisms happening concurrently. The dotted lines in the diagram with areas 1, 2, 3, 4 and M show the different examples of mixed fouling between two or
more fouling mechanisms. (C) A schematic illustration of the water/wastewater treatment processes
utilizing the versatile behavior of 2DNMs in efficient membrane separation (reproduced from [39]
with permission from the Royal Society of Chemistry).

3. Synthesis of 2DNMs Membranes
The diverse properties of 2DNMs offer vast opportunities for the development of
2DNMs-based membranes that can possess a large density of nanochannels spread across
the material grain, high flux, exceptional salt rejection, and persistent antifouling capability [40,41]. The ultrathin nanosheets with integrated structures are necessary for
manufacturing excellent performing 2DNM membranes. Generally, a top-down approach,
which involves exfoliating the bulk layered crystals, and bottom-up approach, which
involves direct production from the prime building units, are utilized to manufacture
ultrathin 2DNM nanosheets [41]. Subsequently, the 2DNM nanosheets can be fabricated
into continuous separation layers by using different approaches such as filtration, spin
coating, hot dropping, etc. Given nanosheets are usually either porous or nonporous,
resultant membranes are classified into two types: a porous nanosheet membrane and a
laminar membrane (Figure 3A). While porous nanosheet membranes are comprised of
single or a few layers of 2D materials with built-in or drilled in-plane nanopores that allows
permeation of molecules or ions selectively, the laminar membranes are manufactured
by compiling nanosheets into laminates having interlayer channels for the transport of
molecules. Selection of materials such as the membrane base material, additives, solvent,
and 2DNMs depends on the intended application of the membranes. Several approaches
have been employed to introduce 2DNMs to membranes, such as spray coating, spin
coating, layer-by-layer assembly, Langmuir–Blodgett assembly, inkjet printing, vacuum
filtration, and self-assembly at the interface of two phases [42].
While 2DNMs can be fused into/onto a membrane by making a blend of 2DNMs and
membrane fabricating materials or by appending them to membranes surface by physical
or chemical methodologies, properties such as high hydrophilicity, antimicrobial, flexible
functionality, strong hydration capability can be achieved which provides extraordinary
opportunities in mitigating membrane fouling [43]. To this end, phase inversion and electrospinning methods, involving inter-facial polymerization, graft polymerization, and dip
coating as membrane modification processes are the major methods reported in membrane
synthesis. The vacuum-assisted filtration process of membrane fabrication is also considered as a simple and effective method. This filtration method is not only simple and highly
reproducible but also permits the very good control for thickness of the 2DNM layers. For
instance, Zhang et al. used a facile and efficient approach to manufacture freestanding
ultrathin rGO membranes by using filtration methods [44]. Further hydriodic acid (HI)
vapor was used for the reduction of GO membrane into rGO membrane (Figure 3B(a)).
Two-dimensional MXene-based composite membrane can also be synthesized with a
vacuum-assisted process. Feng et al. reported MXene/Kevlar nanofiber composite membranes fabricated by filtration of MXene/ANF mixture on the anodized aluminum filter
film [45]. Once dried in air for 24 h, the MXene/ANF composite membranes could simply
be peeled from the substrate (Figure 3B(b)). In another work, Ti3 C2 Tx MXene and polymer
composite membranes were synthesized by vacuum filtration (Figure 3B(c)) [46]. In another approach termed the sol-gel process, a non-laminated GO membrane crosslinked by
polyethyleneimine was fabricated (Figure 3B(d)). In the as-prepared membranes, the GO
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In another approach termed the sol-gel process, a non-laminated GO membrane crosslinked by polyethyleneimine was fabricated (Figure 3B(d)). In the as-prepared membranes, the GO nanosheet remains disordered as in the sol states to develop a random GO
self-assembled structures that led to much larger flux in comparison to general laminated
nanosheet remains disordered as in the sol states to develop a random GO self-assembled
GO membrane fabricated via vacuum filtration or spin coating due to the lower flow restructures that led to much larger flux in comparison to general laminated GO membrane
sistance [47]. Furthermore, a brief overview about different methods applied for 2DNMsfabricated via vacuum filtration or spin coating due to the lower flow resistance [47]. Furbased membrane fabrication aimed at incorporating antifouling properties are given in
thermore, a brief overview about different methods applied for 2DNMs-based membrane
Table 1.
fabrication aimed at incorporating antifouling properties are given in Table 1.

Figure 3. (A) Graphic of two types of 2DNMs membrane: porous nanosheet membranes and laminar membranes (reproduced from [41] with permission from the American Chemical Society). (B) Fabrication of 2DNM membranes: (a) A
schematic illustration of freestanding rGO membranes fabricated by vacuum-assisted method (reproduced from [44] with
permission from the Wiley Online). (b) Synthesis of free-standing MXene/ANF (reproduced from [45] with permission
from the nature) and (c) MXene/polymer membrane by vacuum-assisted filtration methods (reproduced from [46] with
permission from the PNAS). (d) Schematic illustration of the formation of an NLGM via the sol-gel process (reproduced
from [48] with permission from the royal society of chemistry) [44].
Table 1. Synthesis procedure of different 2DNM membranes.
Type of Membrane

Synthesis Methods

References

PSF/Graphene oxide (GO)

For the preparation of membrane, casting solution was prepared by
homogeneous dispersion of GO in PSF solution. The membrane was cast on an
A4-sized non-woven polyester fabric for providing mechanical support.

[49]

PES/Polyaniline modified GO

Nanocomposite membranes using phase inversion method. PANI@GO
nanoparticles were dispersed in DMAc as polymer solvent and then membrane
was cast on a glass plate using a homemade applicator with 200 µm thickness
and immersed immediately in DW as a non-solvent bath.

[50]

PVC/Carbon nanotubes
(plasma treated)

In the first step, carbon nanotubes were functionalized with Ar/O2 ; then,
plasma-functionalized CNTs were deposited onto the internal surface of the
hollow-fiber membrane (PVC) with a specific CNT mass loading of 44.2 g m−2 .

[51]

PVDF/Oxidized MCNTs + PAA

This membrane was fabricated by implanting CNTs into the pore channels of a
ceramic (α-alumina) support by chemical vapor deposition method. The implanted CNTs are oxidized with concentrated nitric acid at room temperature
and chitosan is employed for filling intertube-CNT gaps.

[52]
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Table 1. Cont.
Type of Membrane

Synthesis Methods

References

PVDF/APTEs-HNTs

APTES-grafted HNTs were used on functionalized novel polyvinylidene
fluoride (PVDF) nanofiltration membranes. Membrane was fabricated by
traditional phase-inversion method.

[53]

PVA/CS+ aminated MCNTs

Amino-functionalized MWCNT-NH2 was prepared in first step then grafted
onto membrane by phase-inversion method. PEG was utilized to improve pore
capacity of CS/PVA.

[54]

GO/Torlon® composite

GO/Torlon® composite membrane was fabricated by layer-by-layer method.
Graphene oxide framework was constructed on Torlon 4000T-MV polymer in
spin coating procedure.

[55]

MXene/PES composite

Multilayered Ti3 C2 Tx MXene was produced by etching of Ti3 AlC2 with 49% HF
and delaminated in DMSO. Then, the delaminated MXene solution was filtered
through a PES UF membrane in a dead-end membrane set-up.

[56]

Self-crosslinked MXene
membrane (SCMMs)

MXene membranes (SCMMs) were fabricated via the self-crosslinking reaction
(−OH + −OH = −O− + H2 O) between the neighboring MXene nanosheets by
the facile thermal treatment of the pristine MXene membranes (PMMs).

[57]

4. DNMs-Based Membrane for Water/Wastewater Treatment
4.1. Oily Produced Water
In the oil industry, produced water generally refers to the water that is generated
as a byproduct while extracting oil and natural gas. Produced water is the prevalent
waste stream generated in oil and gas industries with an estimated global production of
41 million m3 day−1 , which is largely mixed with the dispersed oil, greases, dissolved, and
suspended solids [58]. Discharging of produced water pollutes surface and underground
water as well as soil and hence represents a significant issue of environmental concern. The
treatment of produced water involved physical, chemical, and biological methods, and
since offshore platforms have space constraints, compact physical and chemical systems
are preferred [58]. However, conventional technologies are considered to be less efficient
as they are either susceptible to fouling or are insufficient to separate the stabilized oilwater emulsions. Therefore, it is in great demand to develop effective techniques to treat
produced water in order to satisfy the stringent governmental limitations and preserve
the environment. Based on the major contaminants present in the produced water, treatment goal includes de-oiling, desalination, degassing, suspended solids removal, organic
compounds removal, heavy metal and radionuclides removal, and disinfection. These treatment goals are essentially the same for potable, non-potable reuse, or disposal, although
the level of contaminant removal required for potable reuse can be significantly higher,
depending on the quality of the produced water. Furthermore, achieving the various
treatment goals requires the use of multiple treatment technologies, and membrane processes in combination with other physical, chemical, and/or biological treatment processes
helped achieve the desired goal [59]. To this end, 2DNMs-based membranes have been
successfully developed for oil-water separation in water treatment [60]. For instance, GO
and reduced GO (rGO) nanocomposite membranes have been developed using common
blade coating and phase inversion techniques for the treatment of produced water from the
oil and gas industry [61]. GO was incorporated into polybenzimidazole (PBI) matrix and
only a few weight percentages of GO resulted in much enhanced oil-removal efficiency up
to 99.9%, while biofouling investigation of the nanocomposite membrane over six months
showed a significant improvement in comparison to pristine PBI membrane [62]. The
incorporation of GO into the polymeric matrix not only improves the transport of water
but also enhances the membrane’s ability to endure high operating pressures owing to the
oxygenated functional groups, spacing between inter-layers, and atom-thin structures.
Since produced water also contains high levels of salts, ions, and metals such as
high concentration of CaCO3 and different cations at near saturation level, any membrane
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process including membrane distillation (MD) is prone to foul rapidly. To overcome this
problem, CNT immobilized membranes (CNIM) have been reported to show relatively
lower fouling. Humoud et al., reported that the CNIM demonstrated greater water vapor
flux and antifouling characteristics in comparison to the pristine membrane. There was
a decline in 18.2% normalized flux with the polytetrafluoroethylene (PTFE) membrane
after 7 h of operation compared to the CNIM [63]. Furthermore, salt deposition on the
membrane surface was 77% less in the CNIM. The presence of CNTs on the membrane
surface also facilitated the regenerability of the membrane and results showed regaining of
90.9% of its initial water flux after washing with CNIM. Additionally, nanofiber membranes
(NFMs) have been employed for produced water treatment as it offers favorable properties
including large surface area, huge porosity, tunable wettability, larger permeability, and
smaller basis weight. Especially membrane surface modification is employed for reducing
the fouling and the promotion of crosslinking of nanofibers to improve the mechanical
strength of the membrane. For example, Ao et al. successfully fabricated the super
hydrophilic GO@electrospun CNF membrane, which demonstrated a high separation
efficiency, excellent antifouling properties, as well as a high flux for the gravity-driven
oil/water separation [64].
4.2. Oily/Petroleum Wastewater
Oil pollution, which badly affects human health and other living organisms, is a
serious global issue because of the large amounts of oily wastewater produced [65]. Oily
wastewater sources are very wide-ranging, as the oil in the petroleum industry, petroleum
refining, oil storage, transportation, and petrochemical industries in the production process
generate large volumes of oily wastewater [66]. To date, different methods have been used
for oil–water separation, such as coagulation/flocculation, gravity separation, skimming,
and flotation [67,68]. Although these methods are found to be effective for the removal of
free oil, with oil droplet size >150 µm, they are relatively inefficient for the separation of
dispersed oil in the range of 20–150 µm. The use of 2DNMs in membrane technology has
attracted significant attention due to the tunability of these materials, making it possible
to filter impurities previously thought not possible, such as oil separation. To this end,
graphene oxide (GO), carbon nanotubes (CNTs), and carbon nanofibers (CNF) have been
used for the fabrication of nanocomposite membranes for oil-water separation [69].
Inspired by the two-dimensional structure and hydrophobic property, some researchers
have begun to use graphene or graphene-related materials to fabricate super hydrophobic
materials for oil–water separation in recent years [70]. However, these membranes tend not
to be efficient because the higher density of water can hinder oil permeation by forming a
layer that acts as a barrier on the membrane surface [65]. Therefore, methods to increase
the hydrophilicity have been developed such as using carboxyl, hydroxyl and amine modified graphene attached polyacrylonitrile-co-maleimide (G-PANCMI) on polyethersulfone
(PES) hollow fiber membrane [71] or coating the membranes with a mussel-inspired polydopamine (PDA) layer to enhance the oil/water separation via its antifouling properties
and strong resistance to the adhesion of microorganisms [71]. Additionally, novel hierarchically structured membranes have been developed by assembling GO sheets on the
surface of electrospun aminated polyacrylonitrile (APAN) fibers. These were super hydrophilic and had low oil-adhesion, exhibited ultra-high flux (10,000 L m−2 h−1 ), preferable
rejection (≥98%), and remarkable antifouling performance for the separation of oil-water
emulsion [71].
In other 2DNMs, the beneficial advantages of adding CNTs to membranes include
increased hydrophilicity and oleophobicity [71] and improved thermal [72] and mechanical
properties of the composite membranes. Consequently, CNTs-integrated composite membranes with polyvinyl alcohol (PVA) barrier layers have been developed for the treatment
of oil-containing wastewater by separating oil from water [73]. In other CNTs-based membrane modifications, a hybrid system involving a photocatalytic reactor and a membrane
permeation cell was utilized. In this hybrid system, polyvinylidene fluoride (PVDF)/multi-
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walled carbon nanotube (MWCNTs) nanocomposite membranes were fabricated to enhance
the rejection, flux, and fouling resistance for full filtration of pollutants from photocatalytic reactors such as decomposed refinery wastewater and TiO2 photocatalyst [73]. In
addition, PSf/Pebax composite membrane were developed by coating with different loadings of functionalized (F)-MWCNTs wherein the water contact angle was decreased by
increasing F-MWCNTs loading which led to increased membrane hydrophilicity. Tensile
strength and thermal stability of the membrane were increased by addition of F-MWCNTs.
Furthermore, permeate flux was increased with increasing F-MWCNTs content up to
0.5 wt%, but permeate flux decreases with further increasing F-MWCNTs from 0.5 wt%
to 2 wt% [73]. A novel Ag/polyacrylic acid (PAA)–CNTs hybrid membranes for the treatment of oil/water/solid three-phase system has also been developed. These membranes
effectively separate a wide range of surfactant–stabilized oil-in-water emulsions with a
remarkable flux of 3000 L m−2 h−1 bar−1 .
CNFs are another type of carbon material that has shown high oil sorption capacity
for oil-water separation. Although CNFs and CNTs have similar mechanical strength and
associated properties, CNFs hold a much larger functionalized surface area compared with
CNTs [69]. CNFs based membranes have been developed with many modifications to
achieve effective oil-water separation. For instance, the main restriction of using CNFs
for oil-water separation, i.e., low rigidity of macrostructure of CNFs can be resolved by
adding silica (SiO2 ) into membrane structure [74]. Electrospun nanofibrous CNFs have also
been developed which provides a quick and easier separation of oil and hence makes these
membranes potential candidates for industrial applications [75]. Although carbon-based
membranes can achieve very high performance, they are not able to be mass produced due
to their relatively high cost. Further optimization is required for the commercialization of
carbon-based membranes for oily water/wastewater.
In the last few years, a group of 2DNMs have been augmented by a large family
of transition metal carbides, nitrides and carbonitrides generally known as MXenes. Titanium carbide (Ti3 C2 Tx ) was the first MXene synthesized and extensively studied for
water/wastewater treatment and other environmental remediation applications owing
to its unique physic-chemical properties such as higher hydrophilicity, surface area and
surface functionality [21]. To date, different type of MXenes have been developed and used
for the synthesis of membranes for its application in water/wastewater treatment including
oil water separation [75–78]. Recently, a hydrophilic membrane was synthesized by simple
coating of 2D Ti3 C2 Tx MXene nanosheets on commercial print paper as the substrate and
applied for the oil and water separation [79]. The fabricated membrane showed over 99%
oil/water separation efficiency while maintaining a water flux of 450 L m−2 h− bar− with
excellent anti-fouling properties.
4.3. Seawater and Brackish Water Desalination
The main dissimilarity between the seawater and brackish water is the amounts of dissolved salts/solids. While seawater comprised of higher levels of dissolved salts/solids ranging from 15,000 mg/L to over 40,000 mg/L, brackish water contains only 1000–15,000 mg/L
of dissolved salts/solids. Since power generation required to treat the water is proportional to the salt contents of the water, the higher pressure/electric power is required to
treat seawater in comparison to brackish water using membranes [80]. Therefore, energy
requirements and costs for seawater desalination through membranes is much higher than
brackish water. Additionally, the developed 2DNMs such as graphene which are employed
solely as NF membranes were unable to reduce the seawater salinity to drinking water
standards but help in treating mildly brackish feed waters only. Hence, for seawater desalination, owing to much higher salts concentration, a significant modification in membranes
is required along with using RO membranes instead of NF [9].
Nevertheless, seawater desalination based on membranes is one of the most energyefficient approaches presently employed. Researchers are largely interested in 2DNMs
for seawater treatment since ion-sieving either via in-plane pores or channels of stacked
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nanosheets can be achieved and both of which can be economically produced at industrialscales [81]. The fabrication of ultrathin membranes with excellent mass transport and
high-water flux is possible due to hyper-thinness of 2D monolayers [82,83]. In addition,
2DNMs can significantly enhance the solute selectivity due to their structural and chemical
homogeneity [84].
In 2DNMs, graphene-based materials exhibit a great potential to be used as membranes
for desalination. Water desalination via a membrane distillation process have been demonstrated using a graphene membrane where water permeation is enabled by nanochannels of
multilayer, mismatched, partially overlapping graphene grains (Figure 4) [85]. Importantly,
in this work, Seo et al. [85], used soybean oil as the renewable source for synthesizing
graphene film by a single-step ambient-air CVD process. Graphene film was later used as
an active layer in MD and demonstrated the higher rates of water vapor flux, exceptional
salt rejection, stability in the longer term and sustained antifouling. Furthermore, a realworld application of membrane was validated by treating seawater from Sydney harbor for
72 h with macroscale membrane size of 4 cm2 , while ~0.5 L per day was processed. Singlelayer porous graphene has been used as a desalination membrane wherein nanometer-sized
pores were developed in a graphene monolayer using an oxygen plasma etching process.
This allows the size of the pores to be tuned, and as a result, the membrane exhibits a salt
rejection rate of nearly 100% and rapid water transport [86]. While monolayer graphene
is strong, the formation of defects and nanosized pores could deteriorate its mechanical
properties for membrane applications [82]. This anomaly can be solved by utilizing an
interconnected matrix of nanotubes [87]. Yang et al. grew defect-free graphene followed by
incorporation with single-walled carbon nanotube (SWCNTs) backbone, simultaneously
solving the issues faced by defects, pore sizes, pore chemistry and mechanical stability.
The other alternative to the 2D nanoporous monolayer membranes is the 2D stacked membranes where the solute passes via nanochannels between nanosheets. Stacked membranes
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CNTs also have great potential for membrane desalination (MD) given their high aspect ratio, large surface area, high mechanical strength, and chemical robustness. In general, CNTs can be applied either as direct filters or as a filler to enhance desalination performance [89]. Membrane distillation simulations have been used to explore the watermembrane interactive nature and the dynamics through CNTs for forward osmosis applications. It was inferred that the highest water flux can be achieved with CNTs of a specific
diameter (i.e., 1.08 nm or 10.8 Å) while maintaining 100% salt rejection [90]. The function-
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CNTs also have great potential for membrane desalination (MD) given their high
aspect ratio, large surface area, high mechanical strength, and chemical robustness. In
general, CNTs can be applied either as direct filters or as a filler to enhance desalination performance [89]. Membrane distillation simulations have been used to explore
the water-membrane interactive nature and the dynamics through CNTs for forward
osmosis applications. It was inferred that the highest water flux can be achieved with
CNTs of a specific diameter (i.e., 1.08 nm or 10.8 Å) while maintaining 100% salt rejection [90]. The functionalizing of CNTs such as covalent modification or fluorination led
to higher dispersibility and interfacial reactions of CNTs in the polymer, which ultimately
developed the super-hydrophobic nature of the membrane. This process can be through
surface fluoro-salinization, covalent functionalization, followed by the electro-spinning
of the nanofibers. The water flux value obtained by this system was 48.1 L m−2 h−1 [91].
Additionally, immobilization of CNTs on the polytetrafluoroethylene (PTFE) membrane
enhances the water flux rate up to 69 L m−2 h−1 , for a salt concentration of 34,000 mg L−1
at 70 ◦ C in a direct contact MD mode [92]. In one of the studies for using MWCNTs in
desalination, chlorine-resistant reverse osmosis membranes were manufactured using
MWCNTs/aromatic polyamides (PA) in which MWCNTs changes the surface roughness
of the membrane but the use of chlorine for the prevention of biofouling causes membrane degradation. However, MWCNTs above 12.5% show degradation resistance against
chlorine exposure while maintaining efficiency, suggesting the development of carbon
nanotube/polymer composite membrane in RO water desalination technology [92].
MXenes are also promising aspirants for water desalination owing to their hydrophilicity, high surface area, and excellent mechanical and electrical properties. Smaller ions from
water can be eliminated due to constrained interlayer spacing of MXenes. The water
flux through MXene (Ti3 C2 Tx )-based membranes was high, and the membranes exhibited
excellent separation potential for various ions based on charge and hydration radius of
the ion [78]. To this end, self-cross-linked MXene membrane through a facile thermal
treatment has been synthesized. Self-crosslinking reaction (−OH+ −OH = − O− + H2 O)
led to the formation of Ti–O–Ti bonds between the MXene nanosheets and the resulting
membrane exhibited excellent stability and anti-swelling properties in addition to the improved performance of the ion exclusion (98.6% of NaCl) compared to pristine MXene [57].
MXene-derived membranes supported on α-Al2 O3 have been synthesized, which were
adjusted by regulating the sintering temperature. The water and salt permeation were
greater for membrane calcined at 200 ◦ C [93].
4.4. Toxic Metal Wastewater
Metal-contaminated wastewater is the major source of pollution in aqueous environments; metals, particularly heavy metals, are persistent in aquatic systems and do not tend
to degrade naturally [94]. Heavy metals including As, Cr, Cd, Pb, Hg, Cu, and Zn are the
most prevalent pollutants in water systems [21], which are being discharged directly or
indirectly into the environment by our industries and other anthropogenic activities [23].
Hasty industrial progress such as insecticides and fertilizer industries, battery and energy
storage industries, electroplating (metal plating), and to some extent, paper industries are
the foremost producers of toxic metals containing wastewater [95]. The heavy metals are
non-degradable, carcinogenic, and have the tendency to accumulate in living systems [96].
Even at trace levels, heavy metals are toxic and cause harm to humans as well as other
living organisms. In humans, heavy metals can cause short- and long-term illnesses such
as headaches, nausea, depression, kidney and liver damage, and cancer. Therefore, it is of
great importance to decontaminate heavy-metal-contaminated wastewater before being
released into the environment.
Several approaches have been developed and used over the years to remove heavy
metals from aquatic systems, most of which include ion exchange, solvent extraction,
chemical precipitation, flocculation and coagulation, alum and iron coagulation, sulfide
precipitation, and membrane filtration (Table 2) [96–100]. However, most of these tech-
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nologies produced a large amount of secondary waste, which further require treatment
and consequently resulted in high operating costs. Moreover, low removal capacities, high
start-up time, and limited removal selectivity are the foremost disadvantages of these
technologies [101–105]. Among these treatment methods, membrane filtration stands out
because it provides comparatively higher efficiencies, low cost, and selectivity [106,107].
Membrane-based desalination techniques are currently considered more environmentally
friendly and energy-efficient than thermal desalination methods such as multistage flash
and multiple-effect distillation [108]. Although the traditional membrane-based filtration
technique is the most efficient technique to date, it suffers from low treatment capacity and
high capital costs. Moreover, the conventional membranes are prone to fouling due to the
presence of organic matter in the water, suffer from flux decline under high pressure, undergo rapid degradation, and have low tolerance to high temperature, acids/alkaline, and
chlorine [23]. Hence, there is a pressing need for developing novel membranes with high
water permeability coupled with high salt rejection capacity and better anti-fouling features which can reduce the energy consumption of the water treatment process. The ideal
membrane should provide higher flux and selectivity, improved stability, and resistance to
fouling. Additionally, it should be as thin as possible and mechanically robust to maximize
permeability, should be chemically inert, and must retain a high salt rejection rate throughout its service life. 2DNMs such as GO can be well-dispersed in water because of the
electrostatic repulsion between the ionized functional group in GO nanosheet (Table 3) [63].
Wei et al. examined the fast permeation of water through graphene oxide; water molecules
pass through the nano-pores between the edge of GO sheets and between the interlayer
spacing of the GO layer (Figure 5) [91]. In another study, Chang et al. reported crosslinking and construction of a GO framework by ethylenediamine (EDA), amine-enrichment
modification by hyperbranched polyethyleneimine (HPEI). This kind of crosslinking provides stable and highly charged GO framework membranes with the GO selective layer
thickness of 70 nm for effective heavy metal removal [109]. The crosslinked GO membrane
demonstrated a superior water permeability of 5.01 L m−2 h−1 bar−1 and high rejections
for Mg2+ , Pb2+ , Ni2+ , Cd2+ , and Zn2+ . The application of graphene oxide-based membrane
in water purification including heavy metal removal is highly promising [47,92].
Table 2. The available treatment technologies for heavy metals and their comparison with membrane filtration [15,23,86,110].
Treatment Technology

Advantages

Disadvantages

Precipitation

Simple process, low-cost method, use of cheap
and accessible materials as precipitating agents

Higher number of chemical regents use, toxic
secondary waste (sludge) generation, extra
operational cost for secondary waste disposal or
regenerative treatment
volume of final solid waste production, high
operation coat

Coagulation/Flocculation
Membrane Filtration

High separation selectivity, lesser space
requirement, low pressure required

High operation cot, slow selectivity, high energy
consumption, and membrane fouling

Reverse Osmosis

Efficient method, able to bear fluctuating ion
concentrations in the feed

Low selectivity and permeability, high pressure
requirement (20–100 bars) makes it expensive, and
membrane fouling

Electrochemical Methods

Good removal efficiency, higher contaminant
selectivity, metal recovery with high purity

High operation rate because of membrane fouling
and high energy consumption high energy
consumption for both separation and
electrode regeneration.

Ion Exchange

No secondary waste generation, time efficient,

Not all ion exchanger is suitable for metal removal,
low selectivity, high treatment cost,

Adsorption

Low cost, high metal binding capacity

Low selectivity
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Table 3. Removal of heavy metals by 2DNMs membranes.
Flux
(L/m2 /h/bar)

pH

Adsorption
Capacity (mg/g)

Removal Rate

References

50 ppm

15.48

6.7

78.5

95

[49]

Pb2+

5 ppm

5.5

6

202

98

[50]

PTFE/PVA@GO

Cu2+

20 ppm

−

5.7

72.6

−

[109]

PVC/Carbon nanotubes
(plasma treated)

Zn2+

500 ppb

44.4

5-9

−

>90

[51]

PVDF/Oxidized MCNTs
+ PAA

Ni+

20 ppm

40.08

7

5.306

53.12

[52]

PVDF/Functionalized
halloysite nanotube

Cu2+

5 ppm

14.1

−

0.499

47.9

[111]

PVA/Cs+ aminated
MCNTs

Cu2+

10 ppm

−

5

28.3

100

[54]

GO/Torlon® composite

Pb,
Ni,
Zn

1000 ppm

4.7

5.34

−

95.88
99.74
98.07

[55]

20 ppm

−

6

4000

99%

Membrane/Adsorbent

Metal Ion

PSF/Graphene oxide
(GO)

Pb2+

PES/Polyaniline
modified GO
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tion, which represents an important separation process in the organic phase [114]. For
example, the uGNM (Ultrathin, ≈22–53 nm thick graphene nanofiltration membrane) can
effectively remove organic dyes such methyl blue and direct red from water with higher
rejection rate (>99% with pure water flux 21.8 L m−2 h−1 bar−1); see Figure 6A [115]. Furthermore, controlling the space between the graphene sheets and chemical modification can
increase the antifouling properties of GO. In another study related to 2D MXene, Min et
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utilized to fabricate 2DNMs membranes for organic contaminants at trace level. 2DNMs
have shown excellent capability in organic solvent nanofiltration, which represents an important separation process in the organic phase [114]. For example, the uGNM (Ultrathin,
≈22–53 nm thick graphene nanofiltration membrane) can effectively remove organic dyes
such methyl blue and direct red from water with higher rejection rate (>99% with pure
water flux 21.8 L m−2 h−1 bar−1 ); see Figure 6A [115]. Furthermore, controlling the space
between the graphene sheets and chemical modification can increase the antifouling properties of GO. In another study related to 2D MXene, Min et al. reported titanium carbide
(Ti3 C2 Tx ) MXene with mixed cellulose ester Ti3 C2 Tx /MCE membrane. The Ti3 C2 Tx /MCE
composite membrane possessed characteristics of both MXenes with ultrathin interlayer
distance of laminate and MCE layer with high porosity, which demonstrate high water permeability and exceptionally reject methylene blue dye Figure 6B [116]. The Ti3 C2 Tx /MCE
composite membrane showed 119.83 ± 6.22 L m−2 h−1 pure water flux with a 100% rejection rate for methylene blue. The water permeance through the MXene membrane was
much higher than that of the most membranes with similar rejections. Long-time operation
also reveals the outstanding stability of the MXene membrane for water purification. In
another study, the chemically exfoliated 2D tungsten disulfide (WS2 ) nanosheets were
assembled into a layered membrane and used to selectively separate small molecules
from water; see Figure 6C. The 300 nm thick WS2 membrane was able to reject > 90% of
Evans Blue (EB; molecular size: ~3 nm) at water flux of up to 730 L m−2 h−1 bar−1 [117].
Furthermore, a defect-free ultra-thin 2D MOF membrane was also fabricated by assembly
of 2D Zn-TCP (Fe) nanosheets [118]. The 48 nm thick 2D MOF membrane showed an
exceptionally high water flux of 4243 L m−2 h−1 bar−1 and more than 90% of methyl red
was rejected (Figure 6D). 2D material-based membranes are promising material system for
promising organic removal applications. Indeed, 2DNMs signify a distinctive option for the
production of membranes with nano-channels for selective transportation of ions/organic
molecules [119].
4.6. Anaerobic/Aerobic Membrane Bioreactors for Biological Treatment
Industrial wastewater treatment is frequently problematic primarily because of rapid
variations in their composition including changes in high chemical oxygen demand (COD),
pH, salinity, etc. and the existence of synthetic or natural elements that inhibit or are
poisonous for the activated sludge microorganisms [120]. The occurrence of the substances
can inhibit biological activity which effects the system removal performance. Both anaerobic/aerobic membrane bioreactors (MBRs) treatment technology have been effectively
deployed in the treatment of a variety of industrial and processing effluents. In MBRs
technology, wastewater remediation is accomplished via a combination of biological unit
and membrane filtration unit [114]. MBRs can remove toxic pollutants of emerging concern
from wastewater at high efficiencies. However, the main shortcoming of this technology is
membrane biofouling.
A number of efforts have been exerted to improve the performance and overcome
membrane biofouling of MBRs [121,122]. The use of nanomaterials, particularly 2DNMs, for
membranes has been proposed as an effective antifouling strategy with enhanced removal
performance. Different kinds of 2DNMs, including 2D boron nitride membranes [28],
2D titania membranes [123], 2D graphitic carbon nitride membranes [124], molybdenum
disulfide membranes, and GO membranes [125], have been tested for water purification.
Amongst 2DNMs, the GO-based membranes have showed superior efficiency Figure 7A.
For the MBR system, Fathizadeh et al. reported novel polyether sulfone (PES) hollow
fiber membranes coated with single-layer GO (SLGO) and effectively examined these
membranes in MBR [126]. The roughness of pure PES membrane surface (44 nm) was
decreased (33 nm) after loading of SLGO, owing to the UV-irradiation method (Figure 7B).
In comparison with pure PES membrane, UV-treated GO/PES hollow fiber membranes
demonstrated exceptional permeability (65 L m−2 h−1 bar−1 ) with the minimal fouling
(<15% permeance decline). The excellent performance could be due to the grafting of
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disulfide (WS2) nanosheets were assembled into a layered membrane and used to selectively separate small molecules from water; see Figure 6C. The 300 nm thick WS2 membrane was able to reject > 90% of Evans Blue (EB; molecular size: ~3 nm) at water flux of
up to 730 L m−2 h−1 bar−1 [117]. Furthermore, a defect-free ultra-thin 2D MOF membrane
was also fabricated by assembly of 2D Zn-TCP (Fe) nanosheets [118]. The 48 nm thick 2D
MOF membrane showed an exceptionally high water flux of 4243 L m−2 h−1 bar−1 and more
than 90% of methyl red was rejected (Figure 6D). 2D material-based membranes are promising
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(COD), pH, salinity, etc. and the existence of synthetic or natural elements that inhibit or
are poisonous for the activated sludge microorganisms [120]. The occurrence of the substances can inhibit biological activity which effects the system removal performance. Both
anaerobic/aerobic membrane bioreactors (MBRs) treatment technology have been effectively deployed in the treatment of a variety of industrial and processing effluents. In
MBRs technology, wastewater remediation is accomplished via a combination of biological unit and membrane filtration unit [114]. MBRs can remove toxic pollutants of emerging
concern from wastewater at high efficiencies. However, the main shortcoming of this technology is membrane biofouling.
A number of efforts have been exerted to improve the performance and overcome
membrane biofouling of MBRs [121,122]. The use of nanomaterials, particularly 2DNMs,

Figure 7. (A) A graphical illustration of GO-based membrane fabrication and use in MBR operation
Figure 7. (A)
graphical
illustration
of Springer
GO-based
membrane
fabrication
and use in MBR operation
(reproduced
fromA[114]
with permission
from the
Nature),
and (B) schematic
illustration
of
lab
scale
MBR
(reproduced
from
[126]
with
permission
from
the
Royal
Society
of
Chemistry).
(reproduced from [114] with permission from the Springer Nature), and (B) schematic illustration of

lab scale MBR (reproduced from [126] with permission from the Royal Society of Chemistry).

Ghalamchi et al. prepared a Ag3PO4-NH2/g-C3N4 nanocomposite containing PES microfiltration membrane (Figure 8A,B) [126]. Membrane was fabricated by using a phase
inversion process. The addition of 2D g-C3N4 developed the hydrophilicity of membrane
compared to the pure PES membrane. Therefore, Water flux was boosted from 262 L m−2
h−1 to 360 L m−2 h−1 with a loading of just 0.5 wt.% Ag3PO4-NH2/g-C3N4 nanocomposite on
the PES membrane surface. Additionally, the antifouling capability was enhanced with an
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enhanced with an FRR of 57.5% and this was higher than pure PES membrane (39.1%)
(Figure 8C).
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conditions, evaluations under practical environments can raise additional challenges for
2-DNMs and certainly help in bringing them closer to commercial applications. More insight into the processes taking place at the fluid-2DNMs’ membrane interface and the best
controlling strategies of these processes are crucial for further advancing the membrane
efficiency. Further increasing the membrane stability in aqueous environment and ena-
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evaluations under practical environments can raise additional challenges for 2-DNMs and
certainly help in bringing them closer to commercial applications. More insight into the
processes taking place at the fluid-2DNMs’ membrane interface and the best controlling
strategies of these processes are crucial for further advancing the membrane efficiency.
Further increasing the membrane stability in aqueous environment and enabling high flux
cross-membrane ion transport without any cross-linkers could be a game changer. In this
regard, new 2DNMs with robust and desirable interlayer van der Waals interaction and
weak electrostatic repulsion without any modification are vital for further progressing
the field. Since 2DNMs with atomic scale thickness can assist as new building blocks
for the fabrication of ultrathin membranes which can contribute to the fast and selective
transportation of small molecules/ions, molecular transport pathways manipulation by
improving the behavior of 2D nanosheets assemblies, alteration of the microstructure of
interlayer channels, and physicochemical properties manipulation is required to meet the
requirements in 2DNMs membranes. Furthermore, research for improving the 2DNMs
membranes with anti-swelling characteristics having interlayer sizes below hydration
radius of cations is important for eliminating the cumbersome interlayer tuning process,
which could make the fabrication process significantly simpler and boost the stability of
membranes, especially desalination membranes. While many synthesizing techniques
involved toxic chemicals, greener and safer synthesis methodologies for 2DNMs need to
be established to satisfy sustainable production demands.
Given 2-DNMs have pros and cons, the selection of one carbon nanomaterial over
the other can be based on improved functional properties, effectiveness, and environmental aspects. For instance, CNTs-based membranes usually provide the large permeate
flux but there is a challenge of homogeneous distribution in the membrane matrix and
perpendicular alignment. Furthermore, CNTs are not cost-effective and are attributed to
inducing toxicity after releasing in the environment, making them less encouraging for
large-scale fabrication. Conversely, graphene-based materials are comparatively inexpensive alternatives and can provide better mechanical flexibility, and anti-biofouling features
to membranes. Additionally, negative impact on environment and human health are less
significant. CNFs also have a lower price, but their membranes provide much lower flux.
MXene-based membranes have excellent anti-biofouling and separation features, but the
cost is very high and needs to be substantially reduced. However, MXenes are newly
introduced family of 2DNMs, which could be the potential candidate for next-generation
membranes fabrication as they possess excellent hydrophilic and conductive properties.
Nevertheless, many a challenge remains, but with research progress, 2DNMs are expected
to show a promising influence on the next generation of nanocomposite membranes for
various separation applications.
6. Conclusions
This review provides a state-of-the-art account on the synthesis and application of
engineered 2DNMs for different types of membrane fabrications and its use for emerging water/wastewater purification technologies. The fundamental design strategies of
2DNMs membranes are discussed with an emphasis on their physicochemical properties,
underlying mechanism, and targeted applications in different scenarios. Moreover, this
review also aims to guide the design of next-generation 2DNMs-based membranes for
the development of selective, multifunctional, programmable membranes for different
types of water effluent treatment. A perspective on the pressing challenges and emerging
opportunities in 2DNMs enabled membranes synthesis and application for wastewater
treatment is also presented.
Author Contributions: Conceptualization, A.S., W.M., and K.R.; resources, J.-M.O., M.A. and J.I.;
writing—original draft preparation, A.S., W.M., S.H., and K.R.; writing—review and editing, J.-M.O.,
M.A., J.I., W.M., and K.R.; supervision, K.R. All authors have read and agreed to the published
version of the manuscript.

Membranes 2021, 11, 605

18 of 22

Funding: This research was supported by the Basic Science Research Program through the National
Research Foundation of Korea (NRF) funded by the Ministry of Education (NRF-2021R1F1A1060094).
Institutional Review Board Statement: Not applicable.
Informed Consent Statement: Not applicable.
Data Availability Statement: Not applicable.
Conflicts of Interest: The authors declare no conflict of interest.

References
1.
2.

3.

4.
5.
6.
7.
8.

9.
10.

11.
12.
13.
14.

15.
16.
17.
18.
19.
20.

21.
22.
23.

FLahlou, Z.; Mackey, H.R.; Al-Ansari, T. Wastewater reuse for livestock feed irrigation as a sustainable practice: A socioenvironmental-economic review. J. Clean. Prod. 2021, 294, 126331. [CrossRef]
Collivignarelli, M.C.; Abbà, A.; Miino, M.C.; Caccamo, F.M.; Torretta, V.; Rada, E.C.; Sorlini, S. Disinfection of wastewater by
uv-based treatment for reuse in a circular economy perspective. Where are we at? Int. J. Environ. Res. Public Health 2021, 18, 77.
[CrossRef]
MPickett, T.; Roberson, L.B.; Calabria, J.L.; Bullard, T.J.; Turner, G.; Yeh, D.H. Regenerative water purification for space
applications: Needs, challenges, and technologies towards “closing the loop”. Life Sci. Space Res. 2020, 24, 64–82. [CrossRef]
[PubMed]
Ang, W.L.; Mohammad, A.W. State of the art and sustainability of natural coagulants in water and wastewater treatment. J. Clean.
Prod. 2020, 262, 121267. [CrossRef]
Aziz, M. The Removal of Selected Inorganics from Municipal Membrane Bioreactor Wastewater Using UF/NF/RO Membranes
for Water Reuse Application: A Pilot-Scale Study. Membranes 2021, 11, 117. [CrossRef] [PubMed]
El-sayed, M.E.A. Nanoadsorbents for water and wastewater remediation. Sci. Total Environ. 2020, 739, 139903. [CrossRef]
Jaspal, D.; Malviya, A. Composites for wastewater purification: A. review. Chemosphere 2020, 246, 125788. [CrossRef] [PubMed]
Ma, X.C.; Li, X.K.; Wang, X.W.; Liu, G.G.; Zuo, J.L.; Wang, S.T.; Wang, K. Impact of salinity on anaerobic microbial community
structure in high organic loading purified terephthalic acid wastewater treatment system. J. Hazard Mater. 2020, 383, 121132.
[CrossRef]
Homaeigohar, S.; Elbahri, M. Graphene membranes for water desalination. NPG Asia Mater. 2017, 9, e427. [CrossRef]
Curcio, E.; di Profio, G.; Fontananova, E.; Drioli, E. Membrane technologies for seawater desalination and brackish water
treatment. In Advances in Membrane Technologies for Water Treatment: Materials, Processes and Applications; Elsevier: Amsterdam,
The Netherlands, 2015; pp. 411–441. [CrossRef]
Hussain, A.; Janson, A.; Matar, J.M.; Adham, S. Membrane distillation: Recent technological developments and advancements in
membrane materials. Emergent Mater. 2021. [CrossRef]
Li, N.; Lu, X.; He, M.; Duan, X.; Yan, B.; Chen, G.; Wang, S. Catalytic membrane-based oxidation-filtration systems for organic
wastewater purification: A review. J. Hazard. Mater. 2021, 414, 125478. [CrossRef] [PubMed]
Moradihamedani, P. Recent advances in dye removal from wastewater by membrane technology: A review. Polym. Bull. 2021.
[CrossRef]
Tufa, R.A.; di Profio, G.; Fontananova, E.; Avci, A.H.; Curcio, E. Forward osmosis, reverse electrodialysis and membrane
distillation: New integration options in pretreatment and post-treatment membrane desalination process. In Current Trends
and Future Developments on (Bio-) Membranes: Membrane Desalination Systems: The Next Generation; Elsevier: Amsterdam, The
Netherlands, 2018; pp. 365–385. [CrossRef]
Wenten, I.G. Reverse osmosis applications: Prospect and challenges. Desalination 2016, 391, 112–125. [CrossRef]
Silva, M.A.; Hilliou, L.; de Amorim, M.T.P. Fabrication of pristine-multiwalled carbon nanotubes/ cellulose acetate composites
for removal of methylene blue. Polym. Bull. 2020, 77, 623–653. [CrossRef]
MSilva, A.; Felgueiras, H.P.; de Amorim, M.T.P. Carbon based membranes with modified properties: Thermal, morphological,
mechanical and antimicrobial. Cellulose 2020, 27, 1497–1516. [CrossRef]
Leaper, S.; Abdel-Karim, A.; Gorgojo, P. The use of carbon nanomaterials in membrane distillation membranes: A review. Front.
Chem. Sci. Eng. 2021. [CrossRef]
Li, Z.K.; Liu, Y.; Li, L.; Wei, Y.; Caro, J.; Wang, H. Ultra-thin titanium carbide (MXene) sheet membranes for high-efficient
oil/water emulsions separation. J. Membr. Sci. 2019, 529, 117361. [CrossRef]
Ma, W.; Li, Y.; Gao, S.; Cui, J.; Qu, Q.; Wang, Y.; Huang, C.; Fu, G. Self-Healing and Superwettable Nanofibrous Membranes with
Excellent Stability toward Multifunctional Applications in Water Purification. ACS Appl. Mater. Interfaces 2020, 12, 23644–23654.
[CrossRef]
Shahzad, A.; Rasool, K.; Miran, W.; Nawaz, M.; Jang, J.; Mahmoud, K.A.; Lee, D.S. Two-Dimensional Ti3C2Tx MXene Nanosheets
for Efficient Copper Removal from Water. ACS Sustain. Chem. Eng. 2017, 5, 11481–11488. [CrossRef]
Yang, Z.; Gao, D.; Zhang, J.; Xu, Q.; Shi, S.; Tao, K.; Xue, D. Realization of high Curie temperature ferromagnetism in atomically
thin MoS2 and WS2 nanosheets with uniform and flower-like morphology. Nanoscale 2015, 7, 650–658. [CrossRef]
Shahzad, A.; Miran, W.; Rasool, K.; Nawaz, M.; Jang, J.; Lim, S.R.; Lee, D.S. Heavy metals removal by EDTA-functionalized
chitosan graphene oxide nanocomposites. RSC Adv. 2017, 7, 9764–9771. [CrossRef]

Membranes 2021, 11, 605

24.
25.
26.
27.
28.
29.
30.
31.
32.
33.
34.
35.
36.
37.
38.
39.
40.
41.
42.
43.
44.
45.
46.
47.
48.
49.
50.

51.

52.

19 of 22

Bai, R.G.; Muthoosamy, K.; Manickam, S.; Hilal-Alnaqbi, A. Graphene-based 3D scaffolds in tissue engineering: Fabrication,
applications, and future scope in liver tissue engineering. Int. J. Nanomed. 2019, 14, 5753–5783. [CrossRef]
Shahzad, A.; Rasool, K.; Nawaz, M.; Miran, W.; Jang, J. Heterostructural TiO 2 / Ti 3 C 2 T x (MXene) for photocatalytic
degradation of antiepileptic drug carbamazepine. Chem. Eng. J. 2018, 349, 748–755. [CrossRef]
Shahzad, A.; Rasool, K.; Miran, W.; Nawaz, M.; Jang, J.; Mahmoud, K.A.; Lee, D.S. Mercuric ion capturing by recoverable titanium
carbide magnetic nanocomposite. J. Hazard. Mater. 2018, 344, 811–818. [CrossRef]
Rao, C.N.R.; Maitra, U.; Waghmare, U.V. Extraordinary attributes of 2-dimensional MoS2 nanosheets. Chem. Phys. Lett. 2014, 609,
172–183. [CrossRef]
Yang, G.; Zhang, D.; Wang, C.; Liu, H.; Qu, L.; Li, H. A novel nanocomposite membrane combining bn nanosheets and go for
effective removal of antibiotic in water. Nanomaterials 2019, 9, 386. [CrossRef]
Le-Clech, P. Membrane bioreactors and their uses in wastewater treatments. Appl. Microbiol. Biotechnol. 2010, 88, 1253–1260.
[CrossRef] [PubMed]
Flemming, H.C. Reverse osmosis membrane biofouling. Exp. Therm. Fluid Sci. 1997, 14, 82–391. [CrossRef]
Tijing, L.D.; Woo, Y.C.; Choi, J.S.; Lee, S.; Kim, S.H.; Shon, H.K. Fouling and its control in membrane distillation-A review. J.
Membr. Sci. 2015, 475, 215–244. [CrossRef]
Cheng, H.; Guan, Q.; Villalobos, L.F.; Peinemann, K.-V.; Pain, A.; Hong, P.-Y. Understanding the antifouling mechanisms related to
copper oxide and zinc oxide nanoparticles in anaerobic membrane bioreactors. Environ. Sci. Nano 2019, 6, 3467–3479. [CrossRef]
Eshed, M.; Lellouche, J.; Matalon, S.; Gedanken, A.; Banin, E. Sonochemical Coatings of ZnO and CuO Nanoparticles Inhibit
Streptococcus mutans Biofilm Formation on Teeth Model. Langmuir 2012, 28, 12288–12295. [CrossRef]
Tang, C.Y.; Chong, T.H.; Fane, A.G. Colloidal interactions and fouling of NF and RO membranes: A review. Adv. Colloid Interface
Sci. 2011, 164, 126–143. [CrossRef]
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